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Pre-cleaner saves the air cleaner of machine. In cyclone the air is
forced to rotating movement and impurities are left on the base
of cyclone. Pre-cleaner must be cleaned peridiocally.

CYCLONE SPARE GLASSES

ORDER MAXIMUM d1 d2 h1 h2 SPARE GLASS
NUMBER FLOW mm mm mm mm

DFH001249 4,8 m³/min 76 186 157 44 DFP020227
DFH000820 9,1 m³/min 76 270 195 47 DFP016330
DFH000821 9,3 m³/min 95 270 195 47 DFP016330
DFH000822 9,4 m³/min 100 270 195 47 DFP016330
DFH000823 9,6 m³/min 114 270 195 47 DFP016330

ORDER d1 d2 d3 L1 L2
NUMBER mm mm mm mm mm

DFP020227 90 183,5 140 77 106
DFP016330 141 266 217,5 75,5 101,5

PRE-CLEANER CYCLONE DONALDSON



Original manufacturers names and part numbers are quoted for reference purpose only and are not intended to infer that our replacement parts are used as original equipment.
T1T1T1T1T12.022.022.022.022.02

15.06.2007

AUTOMATIC PRE-CLEANER VORTEX

ORDER MAX. FLOW d1 d2 h1 h2 h3
NUMBER m³ / min " mm mm mm mm mm

CV15478 0,9-2,4 2" 51 104 17 11 77
CV15276 1,7-3,4 2 1/2" 63,5 170 17 14 117
CV15251 2,5-4,2 3" 76 170 17 14 117
CV15240 3,4-6,7 3" 76 255 26 36 160
CV14750 4,2-8,4 3 3/4" 96 255 26 36 160
CV14767 4,2-9,2 4" 102 255 26 36 160
CV14770 4,2-10 4 1/2" 114 255 26 36 160
CV15616 8,4-18,3 5" 127 289 27 49 215
CV15620 11,6-25,8 6" 152 289 27 49 215

ORDER MAX. FLOW d1 d2 h1 h2 h3
NUMBER m³ / min " mm mm mm mm mm

CV14771 4,2-8,4 3 ¾” 96 mm 255 58 122 278
CV14769 4,2-9,2 4” 102 mm 255 58 122 278
CV14775 4,2-10 4 ½” 114 mm 255 58 122 298

Vortex
AUTOMATIC PRE-CLEANER
- automatic, continuous dust removing system
- centrifugal separator with turbo effect
- lengthens the life of filter and motor
- reduces fuel costs
- no increase of temperature, no link to the exhauster
- good antinoise effect
- easy to install in less than 5 minutes
- light, can be mounted on any air cleaner
- possibility to direct the dust expulsion line toward

the desired direction
- no restaint on the positioning: operates horizontally,

vertically, in any position
- ability to work at the harshest atmospheric conditions

DIESEL- VALUES OF RATIO K
MOTORS 4-cycle 2-cycle

1 cylinder 10 7
2 cylinders 20 14
3 cylinders 30 14
4 -> cylinders 40 14

HOW TO CHOOSE THE RIGHT VORTEX?

Vortex pre-cleaner should be chosen according to air flow of motors
and compressors, not according to diameter of suction pipe!
Air flow can be inquired from the manufacturer of motor.

NEED OF AIR m³/h =  volume in litres or dm³ x RPM x 1 (free breathing)

                                                       ratio K 1,5 (if turbo)

1,65 (if turbo inter or

after cooled)

For e.g. 4,1 l turbo, 2500 r/min:

4,1 x 2500 x 1,5 = 384,37 m3/h        384,37 = 6,40 m3/min

            40                                                       60

Inquire the air flow for electronically tested motors from the manufacturer.

COMPRESSORS VALUES OF RATIO K

single cylinder 20
return tandem cylinder 20
tandem cylinder V type 30
tandem cylinder in-line 40
single cylinder,
double-acting 40
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PRE-CLEANER TOPSPIN

Donalson TopSpin can be installed to vertical or horizontal positions.
Installation instructions, stainless fastener and certificate of guarantee included in package.

ORDER FLOW OVERALL BODY SUCTION WEIGHT
NUMBER CFM m³ / min HEIGHT Ø PIPE Ø kg

mm (A) mm (B) mm (C)

DFH002425 200-450 5,7-12,7 238 242 78 1
DFH002426 200-450 5,7-12,7 238 242 97 1
DFH002394 200-450 5,7-12,7 238 242 103 1
DFH002427 200-450 5,7-12,7 238 242 116 1

PRE-CLEANER
TopSpin™

TopSpin pre-cleaner extends air filter and motor life and boosts overall system
efficiency and performance by automatically separating and discarding
contaminants and debris before they meet the primary air filter.

Aerodynamically designed TopSpin's metal-free body and durable construction
tolerates all types of operating environments including moisture, allowing it to
perform well in rain, snow and heavy dust conditions.

Donaldson TopSpin operates well in all kind of equipment.
The translucent housing enables visual confirmation of separation effectiveness.

Donaldson TopSpin pre-cleaners air resistance is lower compared to competitive
brands. It means:
- motor "breathes" easier
- you may extend the air filter service intervals
- lower operating costs / hour
- more dust will enter to filter when used restictively

In the use of Donaldson TopSpin pre-cleaner are several
other advantages:

Operates in lower revolutions:
- less noise
- longer life of bearing

Easy to install:
- quick installation
- one fastener to be tightened
- no cables or required output

Double-mounted bearings
- more robust design
- longer life of bearing

This is how it works!

Donaldson TopSpin air intake system pre-cleaners separate up to 99 percent
of large debris and 85 percent of coarse air contaminants according to test
ISO5011/SAE J726.

In-coming
dirty air

Pre-cleaned air going to intake system.
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A B C D E/P F G H N O Q
DFK051153 G11/4” 132 28 215 126 112 M8 50 24 G11/4” 181
DFK051163 G11/4” 132 28 263 126 112 M8 50 24 G11/4” 236

A B C D E/P F G H N O Q
DFK040633 G3/4” 95 19 172 96 75 M8 38 20 G3/4” 146
DFK040643 G3/4” 95 19 232 96 75 M8 38 20 G3/4” 209

Q

P

Q

P

20.10.2006

Q

P

RETURN FILTERS DONALDSON

Technical information:

- operating pressure 10 bar (1000 kPa)
- static pressure testing 15 bar

(1500 kPa)
- intergrated by-pass valve 1,5 bar

(150 kPa) according to ISO3968
- operating temperature -20 - +100oC
- compatibility with hydraulic liquids

according to ISO2943
- flow rate and pressure loss

according to ISO3968,
oil kinematic viscosity 30 cSt in 40oC
and density 0,875 kg/dm3

- threads according to ISO228/1

COMPLETE
RETURN FILTERS

FILTERS
SEPARATELY

COMPLETE
RETURN FILTERS

FILTERS
SEPARATELY

DFK040633DFK040633DFK040633DFK040633DFK040633
- 3/4” standard
- 50 l/min
- 10 micron norm. paper

DFK040643DFK040643DFK040643DFK040643DFK040643
- 3/4” long
- 60 l/min
- 10 micron norm. paper

DFP550268DFP550268DFP550268DFP550268DFP550268
- 50 l/min
- 10 micron norm. paper
- Q=146 mm, P=96 mm

DFP1DFP1DFP1DFP1DFP17777711111666661111100000
- 60 l/min
- 10 micron norm. paper
- Q=209 mm, P=96 mm

DFP1DFP1DFP1DFP1DFP17777711111606606606606606
- 60 l/min
- 30 micron norm. paper
- Q=146 mm, P=96 mm

DFP1DFP1DFP1DFP1DFP17777711111666661111111111
- 70 l/min
- 30 micron norm. paper
- Q=209 mm, P=96 mm

DFK05DFK05DFK05DFK05DFK0511111111115353535353
- 1 1/4” standard
- 140 l/min
- 10 micron norm. paper

DFK05DFK05DFK05DFK05DFK0511111111116363636363
- 1 1/4” long
- 160 l/min
- 10 micron norm. paper

Dimensions for the filters above:

Dimensions for the filters above:

DFP550DFP550DFP550DFP550DFP550111114848484848
- 140 l/min
- 10 micron norm. paper
- Q=181 mm, P=126 mm

DFP1DFP1DFP1DFP1DFP17777711111620620620620620
- 160 l/min
- 10 micron norm. paper
- Q=236 mm, P=126 mm

DFP1DFP1DFP1DFP1DFP17777711111666661111166666
- 150 l/min
- 30 micron norm. paper
- Q=181 mm, P=126 mm

DFP1DFP1DFP1DFP1DFP17777711111626262626211111
- 190 l/min
- 30 micron norm. paper
- Q=236 mm, P=126 mm

HYDRAULIC FILTER

DFP163542DFP163542DFP163542DFP163542DFP163542
- for e.g.

Timberjack 1110B, 1270B, 1710
Valmet 820, 840

- 16 micron synthetic paper
- Q=152 mm, P=94 mm
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OTHER RETURN FILTERS

Technical information:

- operating pressure 10 bar (1000 kPa)
- static pressure testing 15 bar (1500 kPa)
- operating temperature -20 - +100ºC
- compatibility with hydraulic liquids according to ISO2943

RETURN FILTERS UNF 1"-12 THREAD

TF4TF4TF4TF4TF4111114343434343
- 35  L/min
- 10 micron norm. paper
- Q = 109 mm
- P = 96 mm
- relief valve
- Sampo 580 and 680

(hydraulic filter)

TF4TF4TF4TF4TF4111114848484848
- 40 L/min
- 10 micron norm. paper
- Q = 140 mm
- P = 96 mm

TF4TF4TF4TF4TF4111111111111111
- 40 L/min
- 10 micron norm. paper
- Q = 138 mm
- P = 96 mm
- relief and non-return valve
- Sampo 580 and 680

(hydraulic filter)

S400022S400022S400022S400022S400022
- 50 L/min
- 25 micron norm. paper
- Q = 180 mm
- P = 93 mm

TF4309TF4309TF4309TF4309TF4309
- 45 L/min
- 10 micron norm. paper
- Q = 175 mm
- P = 96 mm
- relief and non-return valve

RETURN FILTER R3/4" THREAD
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REMANUFACTURED CYLINDER HEADS AND CRANKSHAFTS

Actions done:

- pressure tested
- sealing face surfaces grinded
- mechanized or new valve guides
- new core plugs
- painted with original colours

Products available without exchange unit
or the old unit can be returned.

ENQUIRE ALSO FOR OTHER BRANDS AND MODELS.

ORDER NO. DESCRIPTION

H050 F3000-4610 cylinder head
H048 Valmet 311DS cylinder head
H049 Valmet 411DS cylinder head
H051 F5000 all cylinder head
H052 F-6610 4.4 cylinder head
H053 Valmet 365-502 cylinder head
H054 Valmet 702B cylinder head

Actions done:

- grinded or polished

Remanufactured crankshaft incl.:
- connecting rod bearings
- main bearings
- thrust bearings

Products available without exchange unit
or the old unit can be returned.

ENQUIRE ALSO FOR OTHER BRANDS AND MODELS

REMANUFACTURED CRANKSHAFTS

ORDER NO. DESCRIPTION

H080 F3000 remanufactured crankshaft
H081 F-4000-4610 remanufactured crankshaft
H082 F-5000 all remanufactured crankshaft
H083 F-6610 4.4 remanufactured crankshaft
H084 Valmet 565-502 remanufactured crankshaft
H085 Valmet 702 B remanufactured crankshaft
H086 Valmet 702 C remanufactured crankshaft

REMANUFACTURED
CYLINDER HEADS

ORDER NO. DESCRIPTION

H055 Valmet 702C cylinder head
H047 F4610 cylinder head
H057 MF35 3A152 cylinder head
H058 MF135/148 3AD152 cylinder head
H059 MF65/165 P-203 cylinder head
H060 MF165-690 cylinder head

ORDER NO. DESCRIPTION

H088 MF35-148 remanufactured crankshaft
H089 MF65-165 remanufactured crankshaft
H090 MF165 P.212 remanufactured crankshaft
H091 MF168...P.236 remanufactured crankshaft
H092 MF1748...P248 remanufactured crankshaft
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CORE PLUGS AND SEAT INSERTS

ORDER NUMBER OUTER DIMENSION INNER DIMENSION THICKNESS

T1834 34 mm 26 mm 8,5 mm
T1835 35 mm 26 mm 9,0 mm
T1836 36 mm 27 mm 9,0 mm
T1837 37 mm 28 mm 9,0 mm
T1838 38 mm 29 mm 9,0 mm
T1839 39 mm 30 mm 9,0 mm
T1840 40 mm 30 mm 9,5 mm
T1841 41 mm 31 mm 9,5 mm
T1842 42 mm 32 mm 9,5 mm
T1843 43 mm 33 mm 9,5 mm
T1844 44 mm 34 mm 9,5 mm

CORE PLUGS

VALVE SEAT INSERTS

ORDER NUMBER DIMENS. mm DIMENS. " ORIGINAL PART NUMBERS

F3934899 16,20 83934899
MF0373 17,46 11/16" 731356M1 0650566
T0469 19,05 3/4" 376099 3417040 376099S
F3956679 21,00 83956679 83995403 32417156 746260M1
F0264 22,27 7/8" 380391S 81821893 731999M1 0650664
T0468 25,40 1" 0650576 3639193M1
F3957021 28,80 83957021 390624S 83993746
VPC4621 30,00
MF0370 31,75 1 1/4" 731354M1 0650563 0650563 735865M1 115476
MF0375 31,75 1 1/4" 731354M1 0650710
MF0371 34,95 1 3/8" 735944M1 32418117 0650618 376190X1 111737
F0266 38,20 1 1/2" 83957023 390626S 83994124 376042S36 3935922
MF0372 38,20 1 1/2" 735869M1 0650577 735869M1
F3957024 39,60 83957024 390627S 83995409
F0265 39,70 1 9/16" 376808S36 3935917
F3416689 41,27 1 5/8" 353000S 3416689 35300S 32416112/4
F0267 44,45 1 3/4" 83957025 390628S 83994126 376043536 195644M1
F3957026 46,10 83957026 390629S 83995410
MF0376 50,20 4222043M1 32416119 3637015M1 733705M1 32416105 32416117
F1864643 56,00 1864643 1823880 376809 3417056 E4570125 1901131
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SEVEN INJECTOR NOZZLES

ORDER NBR REFERENCE NBR 1 REFERENCE NBR 2 REFERENCE NBR 3 SUITABILITY

SD27333 AR89564 JD
SD27336 AR90024 JD
SD42236 BDN12SD6236 5643085 Perkins
SD42290 BDN12SPC6290 5651241 1711564M1 Massey Ferguson
SD42453 BDN4SD6453 5643320 Case Int Tractor
SD42459 BD12SD6459 Perkins A4.107TA
SD48786 RE48786 JD
SD49133 BDL110S6133 5611650 1851744M1 Massey Ferguson
SD49167 BDL110S6267 5611735 Perkins
SD60062 RE60062 JD
SD70015 BDLL150S6130A 5620790 836115244 Valmet
SD70028 BDLL150S6222 5620950
SD70055 BDLL150S6372 5621120 Perkins
SD70056 BDLL150S6382 5621125 1853029M91 Massey Ferguson
SD70067 BDLL140S6417 5621245 Case Int Tractor
SD70068 BDLL140S6422 5621251 703F95E527AAA Ford New Holland
SD70070 BDLL150S6429 5621260 836010936 Valmet
SD70075 BDLL150S6443 5621330 C5NE4E927B Ford New Holland
SD70085 BDLL150S6476 5621517 13H6379 Leyland
SD70090 BDLL150S6507 5621550 Perkins
SD70093 BDLL150S6511 5621554 3078618R1 IHC
SD70101 BDLL150S6552 5621595 C9NN9E527B Ford New Holland
SD70103 BDLL150S6555 5621598 1446702M1 Massey Ferguson
SD70104 BDLL150S6556 5621599 1446703M3 Massey Ferguson
SD70106 BDLL150S6561 5621604 1446762M1 Massey Ferguson
SD70109 BDLL150S6571 5621614 D0NN9E527A Ford New Holland
SD70114 BDLL140S6581 5621626 BMK784 Leyland
SD70119 BDLL140S6592 5621637 David Brown
SD70122 BDLL150S6600 5621647 1447146M1 Massey Ferguson
SD70124 BDLL150S6602 5621649 1446896M1 Massey Ferguson
SD70142 BDLL150S6649 5621696 JD/Leyland/Fiat
SD70149 BDLL150S6665 5621712 D4NN9E527A Ford New Holland
SD70150 BDLL150S6666 5621713 D4NN9E527B Ford New Holland
SD70151 BDLL150S6667 5621714 D4NN9E527C Ford New Holland
SD70164 BDLL150S6705 5621751 1447227M1 Massey Ferguson
SD70171 BDLL150S6730 5621777 1447269M1 Massey Ferguson
SD70173 BDLL150S6737 5621784 1447391M1 Massey Ferguson
SD70176 BDLL150S6743 5621791 1447474M1 Massey Ferguson
SD70180 BDLL150S6774 5621821 D8NN9E527BB Ford New Holland
SD70181 BDLL150S6780 5621827 D9NN9E527BA Ford New Holland
SD70182 BDLL150S6781 5621828 D9NN9E527AA Ford New Holland
SD70184 BDLL150S6790 5621837 D9NN9E527CA Ford New Holland
SD70416 JB6801027
SD71116 DLLA149S394 0433271162
SD71120 DLLA150S417 0433271180 3055428R92 IHC
SD71191 DLLA149S774 0433271376 4152901 KHD
SD71198 DLLA150S804 0433271856 Valmet/Iveco
SD71201 DLLA150S815 0433271849 Case Int Tractor
SD71211 DLLA150S843 0433271834 3218255R2 IHC
SD713084 DLLA151S972 0433271790
SD71329 DLLA150S1029 0433271764 836339087 Valmet
SD713564 DLLA137S1208 0433271674 Iveco
SD72024 DLL150S51F 772152 Aifo/Fiat
SD72031 DLL140S64F 4760843 Aifo/Fiat
SD72039 DLL145S73F Fiat
SD72060 DLL124S500W 4802393 Fiat
SD72061 DLL136S501W DLLA136S1000 4800030/774953 Fiat
SD74011 DOP150S525-1402 Zetor
SD740155 DOP150S535-1417 Zetor
SD74017 DOP160S625-4343 Zetor
SD779008 ADB145M34447 836854832 Valmet
SD77920 DLLA150S620 770620 836639957 Valmet
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EXHAUST PIPE CAPS

EXHAUST PIPE CAPS

- 13 sizes: 38 mm - 102 mm
- high-quality hat which works in all conditions

as it’s equipped with self-lubricating bushing
- heat-resisting black coating or zinced
- easy to mount with screws included
- selection for all tractors and machinery

ORDER NBR ORIGINAL PART NBR SIZE " SIZE mm

VLD2050 3068243R91 1 1/2" 38 mm
VLD2051 1 5/8" 42 mm
VLD2052 1 3/4" 44,5 mm
VLD2054 E0NN5N206DA17M 2" 51 mm

190915M91
AR56782
AT10611

VLD2055 AR86596 2 1/8" 54 mm
VLD2056 AL39507 2 1/4" 57 mm
VLD2057 3387748M1 2 1/2" 63,5 mm

E0NN5N206BA17M
VLD2058 AR86598 2 5/8" 67 mm

AT32240
VLD2059 1092639M1 2 3/4" 70 mm
VLD2060 273738M91 3" 76 mm

E0NN5N206AA17M
AR21283
AL28307

VLD2062 520247M92 3 1/2" 88,9 mm
3615086M1
1498008M1
E2NN5N206AA

VLD2064 AR86600 3 3/4" 95 mm
AR56786

VLD2066 1022537M91 4" 102 mm
AR86603

TSL001TSL001TSL001TSL001TSL001
STOP-LEAK FOR REPAIRING
- CAR RADIATORS
- CRACKED BLOCKS
- HOT WATER HEATERS
- WATER JACKETS

- safe and easy way to prevent and repair expensive leaks
in system with hot circulating water

- dissolves with water or antifreeze and seals the leaks
on the outside of the leaks with permanent metallic seal

- handy package 24 x 25 g with display
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SPRING PINS

SPRING PINS DIN1481 UNCOATED

SPRING PIN SETS

40-pcs
JSKIT40JSKIT40JSKIT40JSKIT40JSKIT40
- blister-package

ORDER NBR SIZE LENGTH PACKING SIZE

JS08030 8 mm 30 mm 50 pcs
JS08040 8 mm 40 mm 50 pcs
JS08050 8 mm 50 mm 50 pcs
JS08060 8 mm 60 mm 50 pcs
JS08070 8 mm 70 mm 25 pcs
JS08080 8 mm 80 mm 25 pcs
JS08100 8 mm 100 mm 10 pcs
JS10030 10 mm 30 mm 50 pcs
JS10040 10 mm 40 mm 25 pcs
JS10050 10 mm 50 mm 25 pcs
JS10060 10 mm 60 mm 25 pcs
JS10070 10 mm 70 mm 25 pcs
JS10080 10 mm 80 mm 10 pcs
JS10100 10 mm 100 mm 10 pcs
JS12040 12 mm 40 mm 100 pcs
JS12050 12 mm 50 mm 10 pcs
JS12060 12 mm 60 mm 10 pcs
JS12070 12 mm 70 mm 10 pcs
JS12080 12 mm 80 mm 10 pcs
JS12100 12 mm 100 mm 10 pcs
JS13050 13 mm 50 mm 10 pcs
JS13060 13 mm 60 mm 10 pcs
JS13100 13 mm 100 mm 10 pcs
JS14060 14 mm 60 mm 10 pcs
JS14070 14 mm 70 mm 10 pcs
JS14080 14 mm 80 mm 10 pcs
JS14100 14 mm 100 mm 10 pcs
JS16060 16 mm 60 mm 5 pcs
JS16070 16 mm 70 mm 5 pcs
JS16080 16 mm 80 mm 5 pcs
JS16100 16 mm 100 mm 5 pcs
JS20060 20 mm 60 mm 5 pcs
JS20100 20 mm 100 mm 5 pcs

ORDER NBR SIZE LENGTH PACKING SIZE

JS02020 2 mm 20 mm 200 pcs
JS02030 2 mm 30 mm 200 pcs
JS03020 3 mm 20 mm 200 pcs
JS03030 3 mm 30 mm 200 pcs
JS03040 3 mm 40 mm 200 pcs
JS04020 4 mm 20 mm 200 pcs
JS04030 4 mm 30 mm 200 pcs
JS04040 4 mm 40 mm 100 pcs
JS04050 4 mm 50 mm 100 pcs
JS04060 4 mm 60 mm 100 pcs
JS05020 5 mm 20 mm 100 pcs
JS05030 5 mm 30 mm 100 pcs
JS05040 5 mm 40 mm 100 pcs
JS05050 5 mm 50 mm 100 pcs
JS05060 5 mm 60 mm 100 pcs
JS05070 5 mm 70 mm 50 pcs
JS05080 5 mm 80 mm 50 pcs
JS06030 6 mm 30 mm 100 pcs
JS06040 6 mm 40 mm 100 pcs
JS06050 6 mm 50 mm 50 pcs
JS06060 6 mm 60 mm 50 pcs
JS06070 6 mm 70 mm 50 pcs
JS06080 6 mm 80 mm 50 pcs

Pcs A Ø x B
mm

10 4 x 50
10 5 x 50
10 6 x 50
10 8 x 100
5 10 x 100
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COTTER PINS AND GRIP CLIPS

COTTER PINS

ORDER NUMBER SIZE PACKING SIZE

SS020020 2,0 x 20 250 pcs
SS020040 2,0 x 40 250 pcs
SS025032 2,5 x 32 250 pcs
SS25050 2,5 x 50 250 pcs
SS032032 3,2 x 32 250 pcs
SS032050 3,2 x 50 250 pcs
SS032063 3,2 x 63 250 pcs
SS040032 4,0 x 32 250 pcs
SS040050 4,0 x 50 200 pcs
SS040063 4,0 x 63 200 pcs
SS040080 4,0 x 80 200 pcs
SS050050 5,0 x 50 200 pcs
SS050063 5,0 x 63 100 pcs
SS050080 5,0 x 80 100 pcs
SS050100 5,0 x 100 100 pcs
SS063050 6,3 x 50 100 pcs
SS063063 6,3 x 63 100 pcs
SS063080 6,3 x 80 100 pcs
SS080063 8,0 x 63 50 pcs
SS080080 8,0 x 80 50 pcs
SS080100 8,0 x 100 50 pcs
SS100063 10,0 x 63 50 pcs
SS100080 10,0 x 80 50 pcs
SS100100 10,0 x 100 25 pcs

GRIP CLIP
ASSORTMENT
150-pcs
X008107AX008107AX008107AX008107AX008107A

Pcs A Ø x B
mm

30 2,0 x 32
42 2,5 x 30
25 2,0 x 40
25 4,0 x 42
20 5,0 x 45
8 6,0 x 58

COTTER PIN
ASSORTMENT
555-pcs
X008108AX008108AX008108AX008108AX008108A

Pcs A Ø x B
mm

210 1,6 x 25
150 2,4 x 25
100 2,4 x 38
50 3,2 x 32
30 3,2 x 50
15 4,0 x 64

COTTER PIN
ASSORTMENT
50-pcs
SSKIT50SSKIT50SSKIT50SSKIT50SSKIT50

Pcs A Ø x B
mm

10 2,0 x 40
8 2,5 x 40
10 3,2 x 40
8 4,0 x 40
6 5,0 x 50
4 6,3 x 75
4 8,0 x 75
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ASSORTMENTS

PCS ø mm
 INNER/OUTER

150 2,2/6,4
150 2,8/8,0
120 3,8/9,0
120 4,3/10,0
100 5,8/11,0
100 7,8/13,0
100 9,8/15,4

CIRCULAR RING
ASSORTMENT
840-pcs
IKH70IKH70IKH70IKH70IKH707373737373
- thickness of ring 0,25 mm
- packing size: 1/12/72

TYPE PLATE NUT
ASSORTMENT
105-pcs
IKH70IKH70IKH70IKH70IKH707777744444
- packing size: 1/6/36

PCS W x H SIZE

15 8,0 x 11,5 M5 x 0,8
15 11,0 x 17,0 M4 x 0,7
15 12,7 x 20,0 M5 x 0,8
15 8,0 x 14,6 M6 x 20
15 11,3 x 20,2 M10 x 16
15 12,8 x 20,0 M10 x 14
15 14,5 x 25,6 1/4”

INTERNAL
RETAINING RING
ASSORTMENT
197-pcs
IKH70IKH70IKH70IKH70IKH707575757575
- packing size: 1/12/72

PCS ø mm THICKNESS
mm

60 13,0 1,0
30 14,1 1,0
12 24,7 1,0
20 16,2 1,0
20 18,3 1,0
20 20,5 1,0
15 22,5 1,0
10 26,9 1,2
10 29,0 1,2
5 29,0 1,2

EXTERNAL
RETAINING RING
ASSORTMENT
130-pcs
IKH70IKH70IKH70IKH70IKH707777766666
- packing size: 1/12/72

PCS ø mm THICKNESS
mm

15 7,4 0,8
15 9,3 1,0
15 11,1 1,0
15 12,9 1,0
15 14,7 1,0
15 15,7 1,0
10 19,5 1,2
10 20,5 1,2
10 22,2 1,2
10 25,0 1,2

PCS ø mm THICKNESS
INNER/OUTER mm

73 8,5/4,3 0,45
60 11,0/6,4 0,6
45 15,0/8,4 0,8
30 17,5/9,8 0,9
23 18,0/10,5 0,9
30 19,5/11,4 0,9
15 21,0/12,5 1,0
24 22,5/13,0 1,0

TOOTHED
LOCK WASHER
ASSORTMENT
300-pcs
IKH7IKH7IKH7IKH7IKH7111112222211111
- packing size: 1/12/72
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A

C

B

A
B

A

B

KEYS, KEY BARS

ORDER A B C PACKING
NUMBER mm mm mm SIZE

PKI0404300 4 4 300 10 pcs
PKI0505300 5 5 300 10 pcs
PKI0606300 6 6 300 10 pcs
PKI0708300 7 8 300 10 pcs
PKI0810300 8 10 300 10 pcs
PKI1012300 10 12 300 10 pcs
PKI1212300 12 12 300 10 pcs
PKI1414300 14 14 300 10 pcs
PKI1616300 16 16 300 10 pcs

KEY BARSKEYS

ORDER A B C PACKING
NUMBER mm mm mm SIZE

PKI040625 4 6 25 50 pcs
PKI050525 5 5 25 50 pcs
PKI060625 6 6 25 50 pcs
PKI060640 6 6 40 50 pcs
PKI061060 6 10 60 50 pcs
PKI070830 7 8 30 50 pcs
PKI070835 7 8 35 25 pcs
PKI070840 7 8 40 25 pcs
PKI070845 7 8 45 25 pcs
PKI070850 7 8 50 25 pcs
PKI081040 8 10 40 25 pcs
PKI081045 8 10 45 25 pcs
PKI081050 8 10 50 25 pcs
PKI081060 8 10 60 25 pcs
PKI081250 8 12 50 25 pcs
PKI081260 8 12 60 10 pcs

WOODRUFF KEYS
inch

ORDER A A B B
NUMBER " mm " mm

PKW18X12 1/8" 3,18 1/2" 12,70
PKW18X58 1/8" 3,18 5/8" 15,88
PKW18X34 1/8" 3,18 3/4" 19,05
PKW532X34 5/32" 4,00 3/4" 19,05
PKW532X78 5/32" 4,00 7/8" 22,23
PKW316X58 3/16" 4,76 5/8" 15,88
PKW316X34 3/16" 4,76 3/4" 19,05
PKW316X78 3/16" 4,76 7/8" 22,23
PKW316X1 3/16" 4,76 1" 25,40
PKW14X34 1/4" 6,35 3/4" 19,05
PKW14X78 1/4" 6,35 7/8" 22,23
PKW14X1 1/4" 6,35 1" 25,40
PKW14X118 1/4" 6,35 1.1/8" 28,58
PKW14X114 1/4" 6,35 1.1/4" 31,75
PKW516X118 5/16" 7,94 1.1/8" 28,58
PKW516X112 5/16" 7,94 1.1/2" 38,10
PKW38X114 3/8" 9,53 1.1/4" 31,75
PKW38X138 3/8" 9,53 1.3/8" 34,93

WOODRUFF KEYS
metric

ORDER A B PACKING
NUMBER  mm mm SIZE

PKW0305 3 5 100 pcs
PKW0405 4 5 50 pcs
PKW0406 4 6,5 50 pcs
PKW0509 5 9 50 pcs
PKW0609 6 9 50 pcs
PKW0610 6 10 50 pcs
PKW0611 6 11 25 pcs
PKW0811 8 11 10 pcs
PKW0813 8 13 10 pcs
PKW1011 10 11 10 pcs
PKW1013 10 13 10 pcs
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ORDER SIZE PACKING
NUMBER SIZE

HRN06100 6x1,0 200
HRN08100 8x1,0 100
HRN08125 8x1,25 100
HRN10100 10x1,0 100
HRN18028 1/8" 100
HRN14028 1/4" SAE 100

STRAIGHT 90 DEGREES
ORDER SIZE PACKING
NUMBER SIZE

HRN06100B 6x1,0 100
HRN08100B 8x1,0 100
HRN08125B 8x1,25 100
HRN10100B 10x1,0 100
HRN18028B 1/8" 100
HRN14028B 1/4" SAE 100

GREASE NIPPLES

ORDER SIZE PACKING
NUMBER SIZE

HRN06000 6 mm 200
HRN08000 8 mm 100

DRIVEN BUTTON HEAD GREASE FITTING

ORDER SIZE PACKING
NUMBER SIZE

MA3284817 8x1,0 50
MA3284015 10x1,0 50
MA3284831 1/8" 50

45 DEGREES FLUSH TYPE GREASE FITTING

ORDER SIZE PACKING
NUMBER SIZE

MA3285609 M6 200
MA3285807 M8x1,0 100
MA3285012 M10x1,0 100
MA3285821 1/8" 100

ORDER SIZE PACKING
NUMBER SIZE

HRN06100A 6x1,0 100
HRN08100A 8x1,0 100
HRN08125A 8x1,25 100
HRN10100A 10x1,0 100
HRN18028A 1/8" 100
HRN14028A 1/4" SAE 100

GREASE NIPPLE
ASSORTMENT 110 pcs
X008X008X008X008X008111111111133333
- includes the following grease nipples: STRAIGHT 45 DEGREES 90 DEGREES

6x1 30 pcs 6x1 15 pcs 6x1 15 pcs
8x1 20 pcs 8x1 15 pcs 8x1 15 pcs

STRAIGHT DRIVEN 45 DEGREES 90 DEGREES

10 pcs 6x1 10 pcs 6 mm 2 pcs 8 mm 3 pcs 8x1
20 pcs 8x1 10 pcs 8 mm 5 pcs 10 mm 5 pcs 10x1
20 pcs 10x1 5 pcs R1/8” 5 pcs 1/8”
20 pcs 1/8” 5 pcs R1/4”SAE 5 pcs 1/4”SAE
5 pcs 1/4”SAE

GREASE NIPPLE
ASSORTMENT
130 pcs
MA3280000MA3280000MA3280000MA3280000MA3280000
- includes the following

grease nipples:

STRAIGHT 45 DEGREES 90 DEGREES

80 pcs 6x1 30 pcs 6 mm 25 pcs 6x1
50 pcs 8x1 30 pcs 8 mm 25 pcs 8x1
40 pcs 10x1 20 pcs 10 mm 25 pcs 10x1
40 pcs 1/8” 20 pcs R1/8” 20 pcs 1/8”
10 pcs 1/4”SAE 10 pcs R1/4”SAE 10 pcs 1/4”SAE

GREASE NIPPLE
ASSORTMENT
440 pcs
MA3280024MA3280024MA3280024MA3280024MA3280024
- includes the following

grease nipples:
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GREASE NIPPLES AND CIRCLIPS

GREASE NIPPLE
ASSORTMENT
25 pcs
RNKIT25RNKIT25RNKIT25RNKIT25RNKIT25
- includes the following

grease nipples:
PCS mm TYPE

5 M6 x 1 straight
5 M8 x 1 straight
5 M10 x 1 straight
5 M8 x 1 45 degrees
5 M10 x 1 45 degrees

CIRCLIPS ASSORTMENT
36 pcs
VRKIT36VRKIT36VRKIT36VRKIT36VRKIT36 PCS A Ø mm G Ø mm

5 5,0 3,0
5 6,0 4,0
5 7,0 5,0
5 8,0 6,0
4 9,5 7,0
4 10,5 8,0
4 12,0 9,0
2 13,0 10,0
2 15,5 12,0

GREASE NIPPLE SETS
10 pcs

ORDER SIZE DESCRIPTION
NUMBER

HRNS06100 6 x 1,0
HRNS08100 8 x 1,0
HRNS08125 8 x 1,25
HRNS10100 10 x 1,0
HRNS06100A 6 x 1,0 45 degrees
HRNS08100A 8 x 1,0 45 degrees
HRNS08125A 8 s 1,25 45 degrees
HRNS10100A 10 x 1,0 45 degrees
HRNS06100B 6 x 1,0 90 degrees
HRNS08100B 8 x 1,0 90 degrees
HRNS08125B 8 x 1,25 90 degrees
HRNS10100B 10 x 1,0 90 degrees
HRNS06000 6 x 1,0 strike
HRNS08000 8 x 1,0 strike
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T1T1T1T1T12.20a2.20a2.20a2.20a2.20a

O-RING ASSORTMENT 48-pcs
NBR 70 SH
ORKIT48ORKIT48ORKIT48ORKIT48ORKIT48

PCS

2 6,00 x 1,50
2 8,00 x  1,50
2 10,00 x 1,50
2 12,00 x 1,50
2 14,00 x 1,50
2 16,00 x 1,50
2 18,00 x 1,50
2 20,00 x 1,50
2 10,00 x 2,00
2 12,00 x 2,00
2 14,00 x 2,00
2 16,00 x 2,00

PCS

2 18,00 x 2,00
2 20,00 x 2,00
2 22,00 x 2,00
2 28,00 x 2,00
2 30,00 x 2,00
2 18,00 x 3,00
2 20,20 x 3,00
2 24,20 x 3,00
2 26,20 x 3,00
2 50,00 x 5,00
2 55,00 x 5,00
2 65,00 x 5,00

Complete
KH0306KH0306KH0306KH0306KH0306

Male
KH0308KH0308KH0308KH0308KH0308

DOOR STOPPERS

Female
KH0307KH0307KH0307KH0307KH0307

Complete
KH0306IPKH0306IPKH0306IPKH0306IPKH0306IP
- in blister package

BONNET
CATCH
62 mm
KH036KH036KH036KH036KH03611111
- length of rubber part

62 mm

BONNET
CATCH
123 mm
T0T0T0T0T0111114343434343
- length of rubber part

123 mm

BONNET CATCH,
self-service pack.
62 mm
KH036KH036KH036KH036KH0361A1A1A1A1A
- length of rubber part 62 mm
- 2 pcs in blister package

BONNET CATCH,
self-service pack.
123 mm
T0T0T0T0T01111143A43A43A43A43A
- length of rubber part 123 mm
- 2 pcs in blister package

QUICK
COUPLING
PAIR
T0097IPT0097IPT0097IPT0097IPT0097IP

- size 1/2”
- male and female

O-RING
ASSORTMENT
IKH7092AIKH7092AIKH7092AIKH7092AIKH7092A
- 419-pcs
- 32 different sizes
- sizes: 3 x 1,5 mm - 50 x 3,5 mm

(inner diameter x width of ring)
- 70 shore
- packing size: 1/24

ASSORTMENTS
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C
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PRESS SPRING
KIT DIN2095
S460252S460252S460252S460252S460252

- includes 33 different spring types, total appr. 179 pcs
- material thickness 0,3 - 4,0 mm
- material DIN17223 PT spring steel
- uncoated
- packed in plastic case
- weight appr. 1,5 kg
- packing size: 1/6

PULL SPRING
KIT DIN2097
S460258S460258S460258S460258S460258

- includes 34 different
spring types,
total appr. 133 pcs

- material thickness
0,3 - 4,0 mm

- material DIN17223
PT spring steel

- link end
- uncoated
- packed in plastic case
- weight appr. 1,5 kg
- packing size: 1/6

SPRING KITS, WASHER KITS, RUBBER BUSHINGS

RUBBER
BUSHINGS

ORDER SIZE PACKING
NUMBER mm SIZE

OPL032047 3,2 x 4,7 100
OPL040064 4,0 x 6,4 100
OPL047095 4,75 x 9,5 100
OPL055080 5,5 x 8,0 100
OPL064095 6,4 x 9,5 100
OPL080095 8,0 x 9,5 100
OPL080110 8,0 x 11,0 100
OPL080125 8,0 x 12,5 100
OPL095125 9,5 x 12,5 100
OPL095142 9,5 x 14,2 100
OPL110125 11,0 x 12,5 100

ORDER SIZE PACKING
NUMBER mm SIZE

OPL125175 12,5 x 17,5 100
OPL125200 12,5 x 20,0 100
OPL142175 14,2 x 17,5 50
OPL155200 15,5 x 20,0 50
OPL160190 16,0 x 19,0 50
OPL175190 17,5 x 19,0 50
OPL185252 18,5 x 25,2 50
OPL220255 22,0 x 25,2 50
OPL249310 24,9 x 31,0 50
OPL320380 32,0 x 38,0 50
OPL450500 45,0 x 50,0 50

PCS A Ø B Ø C
mm mm mm

10 6 10 11
25 8 12 1
10 10 14 10
20 12 16 1,5
20 14 18 1,5
10 16 20 1,5
20 16 20 1,5

COPPER WASHER
ASSORTMENT
115 pcs
T04KITAT04KITAT04KITAT04KITAT04KITA

COPPER WASHER
ASSORTMENT
680 pcs

PCS A Ø B Ø C
mm mm mm

50 6 10 1
50 8 12 1
50 8 14 1
50 10 14 1
30 12 16 1,5
30 12 18 1,5
30 14 18 1,5
30 14 20 1,5
30 16 20 1,5
30 16 22 1,5
30 17 21 1,5
30 18 22 1,5

PCS A Ø B Ø C
mm mm mm

30 18 24 1,5
30 20 24 1,5
30 20 26 1,5
30 21 26 1,5
15 22 27 1,5
15 22 29 2
15 24 29 2
15 26 31 2
15 26 34 2
15 27 32 2
15 28 33 2
15 30 36 2
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PATCH BOXES

PATCH BOX
FOR BICYCLES
PV5060PV5060PV5060PV5060PV50601111100000

PATCH BOX
FOR CARS
PV506030PV506030PV506030PV506030PV506030

PATCH BOX
FOR VANS
PV50605PV50605PV50605PV50605PV5060511111

PATCH BOX
FOR TRACTORS
PV50PV50PV50PV50PV5070370370370370311111

PATCH BOX
X002254X002254X002254X002254X002254

PATCH BOX
X002255X002255X002255X002255X002255

PATCH
SET
Tubeless
X00225X00225X00225X00225X0022577777

PATCH BOX
FOR TRUCKS
PV50609PV50609PV50609PV50609PV5060911111

- 7 patches
- roughening paper
- vulcanizing liquid
- valve tubing

- for bicycle
- content:

2 pcs 25x35 mm patches
4 pcs Ø 25 mm patches
2 pcs valve tubings
roughening paper and glue

- for car and moped
- content:

48 pcs 25x35 mm patches, glue

- 5 patches
- roughener
- vulcanizing liquid

- 10 patches
- 2 rougheners
- vulcanizing liquid

- 16 patches
- 3 rougheners
- vulcanizing liquid
- 3 valves

- 27 patches,
2 tyre patches

- 3 rougheners
- assembling tool, roll type
- vulcanizing liquid

- content:
threading tool, eyelet
needle,  knife, 3 pcs 100 mm and
5 pcs 150 mm hairy patches,
glue
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PV5059PV5059PV5059PV5059PV50591111122222
- 25 g

08.06.2006

VULCANIZING LIQUID
FOR TYRES 4 g
PV5PV5PV5PV5PV51111159305930593059305930

PATCHES AND TOOLS

VULCANIZING LIQUID
FOR TUBES

ROUGHENING LIQUID
250 g
PV505068PV505068PV505068PV505068PV505068

TYRE IRON
X002259X002259X002259X002259X002259
- length 240 mm
- straight and rim head

PV562622APV562622APV562622APV562622APV562622A
- rubber handle
- for 8 mm hose
- length 250 mm

PV562622BPV562622BPV562622BPV562622BPV562622B
- for 8 mm hose
- length 180 mm

VALVE TOOLS

TYRE REFILLING NOZZLES

PV562509PV562509PV562509PV562509PV562509
- for 8 mm hose

PV5625PV5625PV5625PV5625PV56251111100000
- for 5 mm hose

VALVE WRENCH
X002256X002256X002256X002256X002256
- length of arm 80 mm

REPAIR TOOL
PV56280PV56280PV56280PV56280PV5628011111
- 3-pcs

REPAIR TOOL
X002253X002253X002253X002253X002253
- for cleaning the inner and

outer threads of valve body
- for installing valve needle

VALVE WRENCH
PV5628PV5628PV5628PV5628PV56281111100000

TYRE REFILLING NOZZLE TYRE REFILLING NOZZLE
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TYRE REPAIR EQUIPMENT

RUBBER BASE VALVES

VALVES TUBELESS

COMPLETE
VALVE
60 mm
PV501015
- includes valve TR15

COMPLETE
VALVE
80 mm
PV501027
- includes valve TR218A

PV562308PV562308PV562308PV562308PV562308
- for 16 mm

hole
- includes

valve
TR218A

X00226X00226X00226X00226X0022611111
- 4 pcs
- for 11½ mm hole
- length 42 mm
- includes valve TR413

VALVE NEEDLES
Short 5 pcs
X00225X00225X00225X00225X0022511111
- SS-package

Plastic
5 pcs
X002252X002252X002252X002252X002252
- SS-package

Metal
5 pcs
X002250X002250X002250X002250X002250
- SS-package

VALVE CAPS

VALVE EXTENSION 4 pcs
X002258X002258X002258X002258X002258
- extends valve 18 mm

SS-package = self-service package
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B
A

B

C
D

MACHINE EQUIPMENT

AXLES FOR THREAD SPLITTER
AXLE AND
BLADE FOR CIRCULAR  SAW

- P.T.O. used
- splitting cone required to the other end
- the hole of the bearings required 40 mm

TT0009TT0009TT0009TT0009TT0009
- thread UNC 11/4" left
- length 390 mm
- suitable bearing e.g.

LUCP208K
- suitable cone TT0008
- suitable point TT0005

TT0001TT0001TT0001TT0001TT0001
- thread UNC 11/2" left
- length 390 mm
- suitable bearing e.g.

LUCP208K
- suitable cone TT0004
- suitable point TT0005

- rotation to other direction as P.T.O
- V-belt-use in the middle, b-belt
- place for splitting cone in the other end

and for the blade on the other
- hole size of bearings required 35 mm

Shaft
TT0002TT0002TT0002TT0002TT0002
- thread UNC 11/4" right
- length 700 mm
- suitable bearing e.g. LUCP207K
- suitable cone TT0003
- suitable point TT0006

Blade
TT0010TT0010TT0010TT0010TT0010
- diameter 700 mm
- 80 Z
- width 3,2 mm
- hole 35 mm
- max. 2200 rpm

POINTS OF
THREAD SPLITTER

CONES OF THREAD SPLITTER

150 mm
left-hand
TT0004TT0004TT0004TT0004TT0004
- thread (B) UNC 1" left
- thread (D) UNC 11/2" left
- diameter (C) 150 mm
- suitable point TT0005

100 mm
left-hand
TT0008TT0008TT0008TT0008TT0008
- thread (B) UNC 1" left
- thread (D) UNC 11/4" left
- diameter (C) 100 mm
- suitable point TT0005

100 mm
right-hand
TT0003TT0003TT0003TT0003TT0003
- thread (B) UNC 1" right
- thread (D) UNC 11/4" right
- diameter (C) 100 mm
- suitable point TT0006

50 mm
right-hand
TT0006TT0006TT0006TT0006TT0006
- thread (B) UNC 1" right
- diameter (A) 50 mm
- for e.g. Esme, Piko and
   TT0003

50 mm
left-hand
TT0005TT0005TT0005TT0005TT0005
- thread (B) UNC 1" left
- diameter (A) 45 mm
- for e.g. Esme, Piko and
   TT0008, TT0004

45 mm
right-hand
TT00TT00TT00TT00TT001111133333
- thread (B) M24 right
- diameter (A) 45 mm

45 mm
left-hand
TT00TT00TT00TT00TT001111122222
- thread (B) M24 left
- diameter (A) 45 mm

40 mm
left-hand
TT0016TT0016TT0016TT0016TT0016
- thread (B) M24 left
- diameter (A) 40 mm
- for e.g. Palax

40 mm
right-hand
TT00TT00TT00TT00TT001111155555
- thread (B) M20 right
- diameter (A) 40 mm

45 mm
right-hand
TT00TT00TT00TT00TT001111111111
- thread (B) UNC 11/4" right
- diameter (A) 45 mm
- for e.g. Scan, Näätä

45 mm
left-hand
TT00TT00TT00TT00TT001111177777
- thread (B) M25x1,5 left
- diameter (A) 40 mm
- for e.g. Jusmara

40 mm
left-hand
TT00TT00TT00TT00TT001111144444
- thread (B) M20 left
- diameter (A) 40 mm


